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※ CIS Image Factory Download -> Click Here
How to use the program with machine
(1) Connect the machine to PC with serial cable (15pin-9pin)

(2) Turn the power on.

(3) The machine show below message on the LCD DISPLAY.

 SHAPE  \* MERGEFORMAT 



Any Operation Mode is available to calibrate the machine except standard counting Mode.

(4) Press and hold down the RESTART Key. The LCD DISPLAY shows as below.

 SHAPE  \* MERGEFORMAT 



(5) Enter the PIN CODE, 

Press and hold down +10 → CURRENCY → Press and hold down RESTART 

→ CF → CURRENCY → MODE → PRINT”.

(6) Display shows as below.

 SHAPE  \* MERGEFORMAT 



(7) To exit the TECHNICAL SERVICE MENU, press the RESTART key.

Press and hold down the CURRENCY key and enter CIS TEST MODE.

 SHAPE  \* MERGEFORMAT 


  SHAPE  \* MERGEFORMAT 



(8) Select 5. CIS INFORMATION FLAG is BOTH.

(9) Select 6. CURRENCY by press PRINT key which you want to get image.

(10)  Execute CIS Image Factory_U_3.4.2.
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(11)  Set COM Port.
After select COM Port which is connected with machine by serial cable, set below parameters.
Baud Rate: 115200

Data Bits: 8

Stop Bits: 1

Parity Bits: None

(12)  Click CONNECT button. If machine connects with PC properly, red light turns green.
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[Before Connecting]
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[After Connecting]
(13)  Enter 7. NORMAL FULL IMAGE VIEW

 SHAPE  \* MERGEFORMAT 



(14)  Put a note on Hopper. Machine works automatically.
(15)  After counting the scanned image is transferred to PC.
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(16)  Click SAVE button to save image data.
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  TECHNICAL SERVICE MENU


------------------------------











  PIN CODE : -------











------------------------------


            EXIT – RESTART KEY











  TECHNICAL SERVICE MENU


------------------------------








  PIN CODE : *******








  PIN CODE approved !!





------------------------------


            EXIT – RESTART KEY





CIS TEST MODE – OK    (1/2)


------------------------------


1.EXIT (PRESS RESTART KEY)


  2.CIS SOFTWARE VERSION


  3.CIS SETTING MODE


>>4.CIS BOARD STATUS MODE


5.CIS INFORMATION FLAG* NONE


                  NONE


6.CURRENCY          EURO 


------------------------------


NEXT        HELP – CF KEY








CIS TEST MODE – OK    (2/2)


------------------------------


6.CURRENCY          EURO


7.NORMAL FULL IMAGE VIEW


8.SERIAL FULL IMAGE VIEW














------------------------------


TOP        HELP – CF KEY








------------------------------


|  COUNT METHOD   : Count  |


|  CURRENCY      : USE   |


|  IMAGE VIEW MODE : MORMAL |


|  IMAGE SIZE    : FULL  |


|  COUNTING SPEED :  900  |


-----------------------------


Counting -> Put the note on


         the Hopper





EXIT -> PRESS RESTART KEY











