CS-910S+ 使用说明书 V1.0

CS-910S+ Upgrade Methods
· Upgrading the Main board and the AD board
1. please copy the program of main board and AD board from PC to the USB flash disk (Note: in order to ensure the precision, we have named the above mentioned program into 920CPU.bin and 920SAD.bin)                                                                                
2. Turn off the machine and insert the flash disk into UBS interface, press SET key and turn on the machine, the buzzer will sound, the display will show “UpgradeMode” 
[image: image1.emf]Upgrade Mode

Press START/STOP to Upgrade

 
3. The please follow the hints to press “Start/Stop”key to enter into “Upgrade Select” interface, move the cursor to choose the item you want to upgrade 
[image: image2.emf]Upgrade Select

>1.MainBoard

2.DispBoard

3.ADBoard


4.When you select the upgrading item you want, press “Start/Stop”key to enter into upgrading status；
A．if there is no upgrading program, the system will give a warning；

[image: image3.emf]WARNNING 

No MainBoard Upgrade File!



At this moment, you need to turn off the machine and check if the upgrading program exists in the USB flash disk. If you confirm there exists, please repeat above steps. 

   B．if the machine enters into upgrading successfully, the system will remind you as below picture
 
[image: image4.emf]MainBoard Upgrade

 Processing...


4. When the upgrading is finished successfully it will show：

[image: image5.emf]MainBoard Upgrade

 Successfully!

Please Restart the system!


After upgrading finishes, you need to turn off the machine and restart
Note: if you want to upgrade other items,  you need to turn off the machine and restart and repeat above steps to choose the item you want to upgrade. 

· Adjusting parameters
1. after upgrading the machine, 50K（with magnetic），50K（without magnetic），5K，10K（with magnetic），10K（without magnetic） and 1K need to self-learning, (must be genuine coins, 30 pcs of each version)
Note: coins with magnetic and without magnetic should be self-learned separately 
2. After completing self-learning, we should adjust the parameters of the above coins and the 10R (with magnetic) a little. Adjust the parameters of the seven coins to the numbers in the red circled part as showed in the below pictures
Note: As every machine is different, so please overlook other numbers except the numbers in the red circled part.
10R（with magnetic）：
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50K（with magnetic）：
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50K（with magnetic）：
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5K：

[image: image9.emf]EDIT

VALUE：

CHANNEL：

#       90

11

0.05

02

#       79

02

#       72

02

#       62

02

#        33

04

#       67

08

#       84

02

#       72

02


10K（with magnetic）：
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10K（without magnetic）：
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1K：
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MainBoard Upgrade
 Successfully!


Please Restart the system!
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