*Before Upgrade*

Prepare the updated Upgrade Board.

Install two kinds of USB Driver to your PC. 

You can download the Driver from following link.

Download Click Here -> CP201X_Driver
Download Click Here -> USB2Serial_Driver
When you open the box of USB to Serial 9 pin cable, you can find a CD for USB Driver.

Because USB Driver is different from the manufacture of the cable, you have to install the enclosed Driver

to your PC.
How To Upgrade the machine with CDM Board
1. Connect the machine to PC via Upgrade Board and cables as below
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Execute New Upgrade Ver 1.0.4.
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This is the new PC Upgrade program for Magner150 and CDM Magner150.
With this program, you can upgrade old Magner150 and CDM Magner150 together.

But Upgrade Board must be updated.

Upgrade Software format for old Magner150 is DAT.

Upgrade Software format for CDM Magner150 is IHU.

IHU upgrade format can be available with old Magner150 too.
We will changed the upgrade format for old Magner150 to IHU later.

3. Load Upgrade Software, DAT or IHU type.
· IHU type

This is new upgrade software for and there are two kinds of IHU file.

1) For CIS1, CIS2 and CIS 4 Main Board
Upgrade_U1_XXXXXXXXXXXXXXXXXXXXX.IHU
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2) For CDM Board
Upgrade_U2_XXXXXXXXXXXXXXXXXXXXX.IHU
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· DAT type

This is original upgrade software format of Magner150.
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*NOTE*
In cause of DAT type software, Boot folder must be placed with NewUpgrade.exe together.

[image: image6.png]DEE BIE =AW SHARIA =D =s2H)
Q7= © B P = @

(D) | & C#Documents and SettingsWsyparkitHi sttt S0
A 0g
me 2 =0 =Y (= CE
© g 4 EC oE
@ S0s a0 HA

=028

BAlewilpgrade. exe

vic |

23MB ) L ZEE




4. When the loaded file is for Upgrading Magner150 or CDM Magner150, Connect type is changed to USB automatically.

· IHU type and DAT type for old Magner150
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Main, CIS(Mater and Slave), CF and IR parts are existed.

· IHU type for CDM Magner150
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Only Main and CDM part are existed.
5. Click Sys Check.
Target Status for each part is shown and you can upgrade the parts with Active.

But we recommend you upgrade all parts.
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6. Click “Upgrade Start” Button and Upgrade is started.
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7. When upgrade is finished, “Complete” message is shown as below.
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8. After finish the upgrade, try to calibrate all parts of the machine.
USB Cable





15pin-15pin Upgrade Cable








