Before Start

To upgrade new Magner150 with CDM Board, you need to prepare followings.

1. Upgrade Board and cables for Magner150
2. Prepare USB to Serial Cable (9 pin) which is ready-made.
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3. Install USB Driver to your PC for connecting the Upgrade Board with new Firmware to the machine with CDM Board. You can download the Driver from following link.

Download Click Here -> CP201X_Driver
4. Install USB Driver to your PC for suing USB to Serial Cable (9pin)

Download Click Here -> USB2Serial_Driver
When you open the box of USB to Serial 9 pin cable, you can find a CD for USB Driver.
       
Because USB Driver is different from the manufacture of the cable, you have to install the enclosed Driver
       
to your PC.
How to upgrade Upgrade Board

1. Remove the upper plate from Upgrade Board.

[image: image2.png]



2. Check Pin arrangement from Upgrade Board.
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3. Change Pin arrangement as below
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4. Connect USB to Serial Cable (9 pin) to Upgrade Board and PC.
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5. Connect 15pin-15pin cable to Machine and Upgrade Board.
6. When turn on the power of Machine, LEDs from Upgrade Board are turned on as below.
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7. Execute New Upgrade Program Ver 1.0.4
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8. Click “File Load” and select UPBD_YYYYMMDD_HHMMSS.IHU.
You can download “UPBD_YYYYMMDD_HHMMSS.IHU” file from following link.
Download Click Here -> UPBD_20130614_171350.IHU
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9. If the loaded file is for upgrading Upgrade Board, Connect type is activated as COM.

[image: image9.png]4z New.Upgrade [2013.05.28] - Ver.0.4

Menu

Connect [BSEN  ~| BaudRate [38400 F\\eLnadl Connect | Sys Check | Ungrade Start

-Upgrade tem

-Upgrade Information

Upgrade Board Version

Target Serial Number Allowed Upgrade Serial Number [ALC
Part Target Ver | Target Status | File Name File Ver File Size
UPED IHUNTER_IPGRADE FIF, UPGRADE 15322 byte(s)

| Process Information

Boot Download

Data Dowinload

Erase

Programming
Verify





10. Check Comport which USB to Serial Cable (9 pin) is connected from Device Manager.
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11. Select Comport and adjust Baud Rate is 38300.
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12. Click "Connect" button and Upgrade is started. 
(Boot Download ( Erase ( Data Download)
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13. When Upgrade is finished, “Complete” message is shown as below.
[image: image13.png]pgrade [2013.

8] - Verl

Menu

Upgrade Start

Connect [COM7 |  BaudRate 3900+ File Load | Connect | Sys Check

-Upgrade tem

-Upgrade Information

Upgrade Board Version : Ver

Target Serial Number NewUpgrade Number AL =]
Part Target Ver | Target Status e Ver
‘ Upgrade Complete
=
Process Information
Boot Download | %

Data Dowinload

[
Erase [ 0%
Programming | 0%
Verify [ 0%





14. Turn off the power of Machine.

15. Change Pin arrangement again as below.
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16. Assemble the upper plate to Upgrade Board

17. Remove all cables from Upgrade Board.

After remove 4 screws, remove the acrylic plate.








